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INFORMATION SUBJECT TO CHANGE WITHOUT NOTICE, SEE CUDIS TERMS AND CONDITIONS, FOR ADDITIONAL INFORMATION REFER TO THE  APPLICABLE STANDARDS 

sales@cudis.co.uk 0161 989 5636 

ABOUT CPN CUDIS 
Cudis have been at the forefront of the electrical industry, 

supporting the trade for over 20 years. 

Over the years we have created a diverse product portfolio that 

includes many control gear devices 

 

Cudis understands that being a good supplier means more than just 

having a good quality product so we offer: 

• Excellent customer service and technical support 

• A simplified product offering 

• Competitive pricing 

• Marketing and wholesaler event support 
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MODULAR CONTACTORS 
• Electro-magnetic, hum free operation 

• 220/240Vac  operating coil 

• 250Vac rated contacts 

• N/O contacts 

• 1 mod version supplied with heat 
dissipation spacers 

• Conforms to BS EN 61095 &  
BS EN 60947-1 

Part No. Module Width No. of Poles Current Rating 

MODC2/20 1 2 20A 

MODC2/40 2 2 40A 

MODC4/20 2 4 20A 

MODC4/40 3 4 40A 

MODC4/63 4 4 63A 
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24 HOUR MECHANICAL TIMER 

Part No. Current Rating Timer Sections 

24HT 16A 96x15 minute 

7 DAY DIGITAL TIMER 

Part No. Current Rating Timer Sections 

7DT 16A 7 day, 24 hour 

STAIRCASE MECHANICAL TIMER 

Part No. Current Rating Timer Sections 

SCT 16A 30sec to 20min 

HOME OF THE 

• Single module 

• Conforms to BS EN 60730-1 & BS EN 60730-2-7 

• 1 N/O contact 

• 2 module 

• Conforms to BS EN 60730-1 & BS EN 60730-2-7 

• 1 N/O & 1N/C contact 

• 2 module 

• Conforms to BS EN 60730-1 & BS EN 60730-2-7 

• 1 N/O 
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CONTACTOR CONFIGURATIONS 

+ 
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Pages 5 - 9 
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Pages 5 - 9 
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Part No. AC3 Rating AC1 Rating kW Rating 

CC30901~ 9A 20A 4kW 

CC31201~ 12A 20A 5.5kW 

CC31801~ 18A 32A 7.5kW 

CC32501~ 25A 40A 11kW 

CC33201~ 32A 50A 15kW 
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N/C 3 POLE CONTACTORS  
• 1 x NORMALLY CLOSED Auxiliary contacts 

• 240V coil as standard 

• DIN Rail or panel mount 

• Conforms to BS EN 60947-4-1 

• Coils available (see page 10): 

   B7 - 24V 

   E7 - 48V 

   F7 - 110V 

   U7 - 240V 

   N7 - 415V 

Replace ~ with coil code required 

operating coil 

e.g. CC30901U7  

HOME OF THE 
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N/O 3 POLE CONTACTORS 

Part No. AC3 Rating AC1 Rating kW Rating 

CC30910~ 9A 20A 4kW 

CC31210~ 12A 20A 5.5kW 

CC31810~ 18A 32A 7.5kW 

CC32510~ 25A 40A 11kW 

CC33210~ 32A 50A 15kW 

• 1 x NORMALLY OPEN Auxiliary contacts 

• 240V coil as standard 

• DIN Rail or panel mount 

• Conforms to BS EN 60947-4-1 

• Coils available (see page 10): 

   B7 - 24V 

   E7 - 48V 

   F7 - 110V 

   U7 - 240V 

   N7 - 415V 

Replace ~ with coil code required 

operating coil 

e.g. CC31210U7  
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N/C-N/O 3 POLE CONTACTORS 

Part No. AC3 Rating AC1 Rating kW Rating 

CC34011~ 40A 60A 18.5kW 

CC35011~ 50A 80A 22kW 

CC36511~ 65A 80A 30kW 

CC38011~ 80A 125A 37kW 

CC39511~ 95A 125A 45kW 

• 1 x NORMALLY OPEN Auxiliary contact 

• 1 x NORMALLY CLOSED Auxiliary contact 

• 240V coil as standard 

• DIN Rail or panel mount 

• Conforms to BS EN 60947-4-1 

• Coils available (see page 10): 

   B7 - 24V 

   E7 - 48V 

   F7 - 110V 

   U7 - 240V 

   N7 - 415V 

Replace ~ with coil code required 

operating coil 

e.g. CC38011U7  

HOME OF THE 
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N/C 4 POLE CONTACTORS 

Part No. AC3 Rating AC1 Rating kW Rating 

CC409004~ 9A 20A 4kW 

CC412004~ 12A 20A 5.5kW 

CC425004~ 25A 40A 11kW 

CC440004~ 40A 60A 18.5kW 

CC450004~ 50A 80A 22kW 

CC465004~ 65A 80A 30kW 

CC480004~ 80A 125A 37kW 

CC495004~ 95A 125A 45kW 

Replace ~ with coil code required 

operating coil 

e.g. CC495004U7  

• 4 x NORMALLY CLOSED contacts 

• 240V coil as standard 

• DIN Rail or panel mount 

• Conforms to BS EN 60947-4-1 

• Coils available (see page 10): 

   B7 - 24V 

   E7 - 48V 

   F7 - 110V 

   U7 - 240V 

   N7 - 415V 
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Part No. AC3 Rating AC1 Rating kW Rating 

CC409008~ 9A 20A 4kW 

CC412008~ 12A 20A 5.5kW 

CC425008~ 25A 40A 11kW 

CC440008~ 40A 60A 18.5kW 

CC450008~ 50A 80A 22kW 

CC465008~ 65A 80A 30kW 

CC480008~ 80A 125A 37kW 

CC495008~ 95A 125A 45kW 
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Replace ~ with coil code required 

operating coil 

e.g. CC440008U7  

N/C-N/O 4 POLE CONTACTORS  
• 2 x NORMALLY CLOSED contacts 

• 2 x NORMALLY OPEN contacts  

• 240V coil as standard 

• DIN Rail or panel mount 

• Conforms to BS EN 60947-4-1 

• Coils available (see page 10): 

   B7 - 24V 

   E7 - 48V 

   F7 - 110V 

   U7 - 240V 

   N7 - 415V 

HOME OF THE 
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CC09-18 COILS 
Part No. Voltage 

CS112B7 24V DC 

CS112E7 48V DC 

CS112F7 110V DC 

CS112U7 240V DC 

CS112N7 415V DC 

CC25-32 COILS 
Part No. Voltage  

CS132B7 24V DC 

CS132E7 48V DC 

CS132F7 110V DC 

CS132U7 240V DC 

CS132N7 415V DC 

CC40-95 COILS 
Part No. Voltage  

CS140B7 24V DC 

CS140E7 48V DC 

CS140F7 110V DC 

CS140U7 240V DC 

CS140N7 415V DC 
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PNEUMATIC DELAY TIMER 

Part No. Delay Setting Range ON/OFF 

CT003F 0.1 - 3 second OFF 

CT003N 0.1 - 3 second ON 

CT180F 10 - 180 second OFF 

CT180N 10 - 180 second ON 

• For use with CC3 and CC4 contactors 

• Delay timer modes: 

  ON 

  OFF 

• Range: 0.1 to 180 seconds 

• Conforms to BS EN 60947-4-1 

HOME OF THE 
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AUXILIARY CONTACT BLOCKS 

Part No. N/O Contacts N/C Contacts 

CA02 0 2 

CA20 2 0 

CA22 2 2 

CA11 1 1 

CA13 1 3 

CA31 3 1 

CA04 0 4 

CA40 4 0 

• For use with CC3 and CC4 contactors 

• Additional auxiliary circuits 

• Multiple N/O and N/C options 

• Conforms to BS EN 60947-4-1 
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THERMAL OVERLOAD RELAYS 
• For use with CC3 and CC4 contactors 

• Over current protection of AC loads 

• Overload indicator 

• Manual and auto reset 

• Conforms to BS EN 60947-4-1 

Part No. Rating Contactor Compatibility 

CR0.16D 0.1A - 0.16A 09-32 

CR0.25D 0.16A - 0.25A 09-32 

CR0.40D 0.25A - 0.4A 09-32 

CR0.63D 0.4A - 0.63A 09-32 

CR1.00D 0.63A - 1A 09-32 

CR1.60D 1A - 1.6A 09-32 

CR2.50D 1.6A - 2.5A 09-32 

CR4.00D 2.5A - 4A 09-32 

CR6.00D 4A - 6A 09-32 

CR8.00D 5.5A - 8A 09-32 

CR10.0D 7A - 10A 09-32 

CR13.0D 9A - 13A 09-32 

CR18.0D 12A - 18A 09-32 

CR25.0D 17A - 25A 09-32 

CR32.0D 23A - 32A 09-32 

CR40.0D 30A - 40A 09-32 

CR50.0D 37A - 50A 40-95 

CR65.0D 48A - 65A 40-95 

CR70.0D 55A - 70A 40-95 

CR80.0D 63A - 80A 40-95 

CR93.0D 80A - 93A 40-95 

HOME OF THE 
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DIRECT ONLINE STARTERS 

Part No. Overload Rating Description 

CCDOL09 9A (7-10A)  4kW, 3 Pole, 380/400V 

CCDOL12 12A (9-13A) 5.5kW, 3 Pole 380/400V 

CCDOL18 18A (12-18A) 7.5kW, 3 Pole, 380/400V 

CCDOL25 25A (17-25A) 11kW, 3 Pole, 380/400V 

CCDOL32 32A (23-32A) 15kW, 3 Pole, 380/400V 

CCDOL40 40A (30-40A) 18.5kW, 3 Pole, 380/400V 

CCDOL80 80A (63-80A) 37kW, 3 Pole,380/400V 

• Contains magnetic starter contactor configuration 

• IP65 

• Internal contactor and overload relay conform to  
BS EN 60947-4-1 

• Additional overload relays available, see page 13 

• Coils available (see page 10): 

   B7 - 24V 

   E7 - 48V 

   F7 - 110V 

   U7 - 240V 

   N7 - 415V 
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MANUAL MOTOR STARTERS 

Part No. Description 

CMS0.16 0.10-0.16A 

CMS0.25 0.16-0.25A 

CMS0.40 0.25-0.40A 

CMS0.63 0.40-0.63A 

CMS1.00 0.63-1.00A 

CMS1.60 1.00-1.60A 

CMS2.50 1.60-2.50A 

CMS4.00 2.50-4.00A 

CMS6.30 4.00-6.30A 

CMS10.0 6.30-10.0A 

CMS14.0 9.00-14.0A 

CMS18.0 13.0-18.0A 

CMS23.0 17.0-23.0A 

CMS25.0 20.0-25.0A 

CMS32.0 24.0-32.0A 

HOME OF THE 

• Manual Motor Starters are fuseless motor protection circuit 
breakers  

• High breaking capacity up to 110kA 

• 3 Pole 

• Adjustable current setting 

• DIN rail mounting  

• Trip test function  

• Used as a full voltage starter to stop/start motors under 
AC3 load 

• Used for overloads and short circuit protection  

• Integrated stop/start buttons  

• Conforms to BS EN 60947-1 & BS EN 60947-2 
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MANUAL MOTOR STARTERS ENCLOSURE  

Part No. Description 

CMSENC IP55 Enclosure  

Part No. Description 

CMSSA 1 N/O, 1 N/C 

AUXILIARY CONTACT  

• For use with the CMS range of  
Manual Motor Starters 

• IP55 rated  

 

• 6A Conventional free air thermal current    

• 690V Rated insulation voltage  

• 690V AC Rated operational voltage 

• Connects to CMS Manual Motor Starters 

• Conforms to IEC 60947-5-1 
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Unit 7 Bridge Trading Estate, Bolton Road, Bury, BL8 2AQ 


